
具有獨特的專業性操作介面，互動式的觸控操作、精緻堅固的金屬機身，

擁有強大的傳輸及連接介面，滿足更多不同層面的操作需求

全新一代彩色觸控面板，高效能工業型條碼標籤機

工業型條碼機

ZX1200i/
ZX1300i/
ZX1600i series



32 MB

203 dpi (8點/毫米)
最高可達10 IPS (254毫米/秒)
104 毫米(4.09吋) ~ 108 毫米(4.25吋)

標準 : 25.4 毫米(1吋) ~ 118 毫米(4.64吋)

0.076 毫米(0.003吋) ~ 0.25 毫米(0.01吋)

30 毫米(1.18吋) ~ 110 毫米(4.33吋)
76.2 毫米(3吋)

465 毫米(18.30吋)
308.20 毫米(12.13吋)
270.71 毫米(10.65吋)
機體不含其他耗材或選購配備重量為13.6 kg(30lbs)

(IEEE1284)

WiFi無線模組 (IEEE 802.11b/g/n)
藍芽無線模組 (相容藍芽 2.1 EDR)

(D型母座，15針)

RFID

(最大紙捲外徑為250 毫米/10吋)

25.4 毫米(1吋)

USB 2.0

3.2吋 彩色觸控面板及觸控筆
紙張校正建

20-85%，不凝結
10-90%，不凝結

USB 2.0 USB Host (A-type)，前置2個、後置1個

吐紙/暫停/取消功能，搭配LED背光指示燈 : 待機(綠燈)，錯誤(紅燈)

RS-232 (DB-9)
IEEE 802.3，10/100 Base-Tx(RJ-45)

(B-type)

最大外徑為203.2 毫米(8吋)
38.1 毫米(1.5吋)~ 76.2 毫米(3吋)

450 公尺(1476’)

裝配裁刀時 : 最大118 毫米(4.64吋)
裝配剝紙器 / 背紙回收器時 : 最大118 毫米(4.64吋)

4 毫米(0.16吋)** ~ 4572 毫米(180吋)
32 位元高效能處理器
128 MB Flash (使用者可用容量為 60MB)

4 毫米(0.16吋)** ~ 2159 毫米(85吋) 4 毫米(0.16吋)** ~ 660 毫米(26吋)
104 毫米(4.09吋) ~ 105.7 毫米(4.16吋) 104 毫米(4.09吋)
最高可達7 IPS (177毫米/秒) 最高可達4 IPS (101.6毫米/秒)
300 dpi (12點/毫米) 600 dpi (24點/毫米)

20
140

(TTF font)
China Postal Code, Codabar, Code 11, Code 32,Code 39, Code 93, Code 128 (subset A, B, C), EAN-8/EAN-13 
(with 2 & 5 digits extension), EAN 128, FIM, German Post Code, GS1 DataBar, HIBC, Industrial 2 of 5 , Interleaved 2-of-5 
(I 2 of 5),  Interleaved 2-of-5 with Shipping Bearer Bars, ISBT-128, ITF 14, Japanese Postnet, Logmars, MSI, Postnet, 
Plessey, Planet 11 & 13 digit, RPS 128, Standard 2 of 5, Telepen, Matrix 2 of 5, UPC-A/UPC-E (with 2 or 5 digit extension), 
UCC/EAN-128 K-Mart and Random Weight
Aztec code, Code 49,Codablock F , Datamatrix code, MaxiCode, Micro PDF417, Micro QR code, PDF417,QR code, 
TLC 39, GS1 Composite 

Vista, Windows 7, Windows 8 & 8.1, Windows 10, Windows Server 2008 R2, 2012, 2012 R2, 2016, 2019, MAC, Linux
Win CE, .NET, Windows Vista, Windows 7, Windows 8 & 8.1, Windows 10, Android, Mac, iOS

ZX1200i / ZX1300i / ZX1600i  產品規格

熱感式 / 熱轉式兩用

反射式感應器：可移動式置左對齊 
透光式感應器：可移動式置左對齊

連續紙、間距標籤紙、黑線標記紙或打孔紙等，標籤長度可自動偵測或手動命令強制控制

一般蠟質型、混合型、抗刮樹脂型 

EZPL, GEPL, GZPL, GDPL 可自動切換

GoLabel (僅限 EZPL)

SDK



ZX1200i  /  ZX1300i  /  ZX1600i  系列條碼標籤印表機適用於多種行業應用，提供您更有效率解決方案。

製造業
產品標籤、製造標示、外箱/棧板標籤、

包裝標籤，進出口記錄單等

+49 2195 59599 0
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